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INSTRUMENT AIR SKID

PERFORMANCE
Base Horsepower
Packager

Year Built

COMPRESSORS
Make

Model

Flow Rate
Maximum Allowable Working Pressure
Rated HP

Rated RPM

Volts

Phases

Hertz

Serial Number (a)
Serial Number (b)

WET AIR RECIEVER

Make

Model

Maximum Allowable Working Pressure
Minimum/Maximum Operating Temperature
Size

CRN

HEATLESS AIR DRYER

Make

Model

Maximum Allowable Working Pressure
Volts

Hertz

PRE-FILTER

Make

Model

Maximum Allowable Working Pressure
Flow Rate

Filter

Drain

EQUIPMENT SPECIFICATION SHEET

COMPAIR
HV07-150

28 SCFM @ 130 psig
1600 kPag (232 psig)
HP

1800 RPM

460V

3 Phase

60 Hz

TBC

TBC

Steel Fab

Vertical

1379 kPag (200 psig)
204°C (400°F)

4541 (120 GAL)
L4034.5C

Northwest

NW40

1034 kPag (150 psig)
115V

60 Hz

Airtek

JC0025-C

1724 kPag (250 psig)
32 SCFM @ 130 psig
0.01 micron

Integral Float
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AFTER FILTER

Make Airtek
Model JC0025-F
Maximum Allowable Working Pressure 1724 kPag (250 psig)
Flow Rate 53 SCFM @ 130 psig
Filter 0.9 micron
Drain Manual

SHIPPING DIMENSIONS

Width 8 —-0"(2.43m)
Length 13- 07 (3.96 m)
Height 10’ — 1-3/4” (3.09 m)
Weight Estimate (dry) 5,234 Ibs (2,374 kg)

CERTIFICATION
Section VIII, Division 1, Type “U”

Vesse No. 23846
Piping B31.3
Province(s) of Registration AB, BC
Area Classification General
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