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EQUIPMENT SPECIFICATION SHEET 

 

POWER GENERATOR UNIT: GS04  
 

PERFORMANCE 

Base Rating 60 kW (75 kVA) 

Prime Output (Continuous) 54 kW (67.5 kVA) 

Fuel Natural Gas 

Operation Mode/Duty Continuous 

Mount Skid 

Voltage Output 480 VAC (3 Phase) 

Frequency 60 Hz 

Power Factor 0.8 

 

ENGINE 

Make Waukesha 

Model F817 GU 

Serial Number 402107 

Cylinders 6 

Prime  190 hp (54 kW) @ 1200 rpm 

Positive Air Shut-off N/A 

Battery CCA 

 

GENERATOR 

Make LIMA 

Model 3194-0110 

Serial Number AD-107749CML 

 

RADIATOR 

Ambient operating temp 104°F (40°C) 

 

NOISE ATTENUATION 

Muffler Style Standard Grade Muffler 

 

UNIT CONTROLS 

Display Pamco Pneumatic Gauge Panel 
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ELECTRICAL CONTROLS 

Main Breaker 100 A 

Transformer Breaker 30 A 

 

SHIPPING DIMENSIONS 

Width 10’ – 0” (3.05 m) 

Length 15’ – 6” (4.72 m) 

Height 11’ – 0” (3.35 m) 

Weight Estimate (dry) TBD 

 

CERTIFICATION 

Package CSA 

Area Classification  General 

 

FEATURES 

LEL Gas Detection 

225A NEMA 3R Splitter (480VAC) 

15 kVA Transformer (480V PRI: 208Y/120V SEC) 

208/120VAC Distribution Panel (4 CCTS) 

Amber Beacon 

Horn 

2 x ESD Pushbuttons (one for each door) 

120VAC:24VDC Power Supply & 24VDCBackup Battery Unit 

Controls Junction Box for building wiring 

 

 

 


