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EQUIPMENT SPECIFICATION SHEET 

 

HORIZONTAL GAS COALESCER UNIT: CFS01  
 
PERFORMANCE 
Maximum Operating Pressure of Vessel 1480 psi (10204 kPa)

Minimum/Maximum Rated Operating Temperature of Vessel -20°F/100°F (-29°C/28°C)

Liquid Filtration Efficiency  99.5% of 0.3 µ and larger

Solid Filtration Efficiency 99.99% of 0.3 µ and larger
 
GENERAL 
Catadyne Heater Natural Gas

Peco Element No.  PGC-373/1

Peco Gasket No.  6-15627
 
VESSEL DIMESIONS 
Vessel Diameter 10” (254 mm)

Vessel Length S/S 97” (2463.8 mm)

Inlet Nozzle Size 4” (114.3 mm)

Gas Outlet Nozzle Size 4” (114.3 mm)

Drain Nozzle Size (2) 1” (33.4 mm)

Clean Out Nozzle Size 1.5” (48.3 mm)
 
FLOW INSTRUMENTATION 
Differential Pressure Gauge

Pressure Switch  Hi / Lo

Level Controller Pneumatic

Hi Level Shutdown Pneumatic

Actuator Sirca
 

VALVE DETAIL     
 Make Model Serial Number Size Trim

Dump Valve Fisher D2 Flo Pro n/a 1 NACE
 
PSV DETAIL     
 Manufacturer Model Serial Number Set Pressure Size

Vessel Farris 27EA34-M20/S7 602354-20-KE 1480 psi 1” MNPT 
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EQUIPMENT SPECIFICATION SHEET 

 
SHIPPING 
Width 6’ (1.8 m) 

Length 12’ 5” (3.8 m) 

Height 8’ 9” (2.7 m) 

Weight Estimate 5,000 lbs (2,268 kg)
 

CERTIFICATION 
Vessel ASME Sec. VIII Div. 1

Piping  ASME B31.3

Province(s) of Registration AB

Service  Sweet
 
 


