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FLARE KNOCK OUT

PERFORMANCE

Maximum Allowable Working Pressure
Maximum Vessel Operating Temperature
Minimum Vessel Operating Temperature
Vessel Storage Capacity

VESSEL DIMENSIONS
Vessel Diameter

Vessel Length S/S

Inlet

Outlet

Drain

Liquid Inlet

EQUIPMENT

High Level Shut Down
Heater

Level Gauge

SHIPPING DIMENSIONS
Width

Length

Height

Weight Estimate

CERTIFICATION

Vessel

Piping

Province(s) of Registration
Service

Roska DBO Inc.

EQUIPMENT SPECIFICATION SHEET

UNIT: FKOO036

150 psi (1034 kPa)
266°F (130°C)
-49°F (-45°C)

9.83 m?3 (60 bbl)

48” (1,219 mm)
25" (7.62 m)

10" CL150 RFWN
12" CL150 RFWN
2’ CL150 RFWN
3’ CL150 RFWN

SOR 1510 Electric
Catadyne MKII
Sight Glass

6'-5” (1.95 m)

32’ (9.75 m)

7-11 1/4” (2.42 m)
9,800 Ib (4445 kg)

ASME Sec. VIl Div. |
ASME B31.3

AB, BC

Sour
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