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OPERATIONS SOLUTIONS 

EQUIPMENT SPECIFICATION SHEET 

 

PORTABLE FLARE STACK – 6” x 60’ UNIT: R648 
 
PERFORMANCE 
Maximum Gas Rate  350 e3m3/d (12.37 mmscfd) 
Primary 4” CL (114.3 mm) 
Secondary Inlet  3” (88.9 mm) 
Ignition Inlet 2” (60.3 mm) 
Pilot Inlet 1/2” (21.3 mm) 

 
EQUIPMENT 
Standard Shroud 20” ( 508 mm) 
Aux Shroud 20” (508 mm) 
Hydraulic Lift System Rating  Hydraulic   
Erected Dimensions  

Height 58’–2” (17.73 m)  
Length 41’-9” (12.73 m)  
Width 41’-7” (12.67 m)   

Ignition System Manual 
 
TOWING DIMENSIONS 
Hitch & Ball 2-5/16” Bumper  
 Axles Tandem 
Height 7’–7” (2.31 m) 
Length 38’-3” (11.65 m) 
Width 6’-7” (2.01 m) 

Towing Weight 5999 lbs. (2721 kg) 

Tongue Weight 700 lbs. (318 kg) 
    

   

CERTIFICATION 
Wind Load Calculations P. Eng. 
Mechanical Design P. Eng. 

 


