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SALT BATH HEATER

PERFORMANCE
BTU Rating

Tube Pressure Rating
Tube Piping Size

Tube Length (#14 BWG U-Tubes x72)

Bath Volume

Maximum Rated Operating Temperature
Minimum Rated Operating Temperature

COIL SPECIFICATIONS
Radiography

Post Weld Heat Treatment
Corrosion Allowance

BURNER SPECIFICATIONS

Burner Fuel

Burner Management System
Model

Voltage

VESSEL DIMESIONS
Vessel Diameter

Vessel Length S/S

Gas Inlet Nozzle Size
Gas Outlet Nozzle Size
Drain

SHIPPING DIMENSIONS
Width

Length

Height

Dry Weight Estimate

CERTIFICATION

Piping

Province(s) of Registration
Sour Service

Burner Management System
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EQUIPMENT SPECIFICATION SHEET

UNIT: SBH001

5.75 MMBTUH

2074 psi (14,300 kPa)
%” (26.7 mm)
18'—6" (0.22 m)

81.7 bbl (13 m3)
650°F (343°C)

-40°F (-40°C)

None
None
None

Natural Gas
Profire
PF2100
24V DC

727 (1828.8 mm)

20’ (6096 mm)

CL1500 RTJ 4” (114.3 mm)
CL1500 RTJ 4” (114.3 mm)
3000# NPT 1” (33.4)

11’ - 0” (3.35 m)

31’ = 0" (9.45 m)

9’ —0” (2.74 m)
32,000 Ibs (14,515 kg)

B31.3 2002 Edition
AB, NWT

NACE MRO0175
CSAB149.3
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